
8. With the adapter harness installed, connect the H4 plug to 

the new headlight.

9. Position headlight ensuring all three headlight tabs are 

seated properly. Install retaining ring with the three screws.

11. Reinstall the Headlight trim ring by rotating slightly, 

pushing into place then aligning with the lower screw hole. 

Install screw.

10. Reconnect battery, ensure proper headlight functions, and 

align new headlight utilizing service manual procedure.

Installation instructions:
1. Disconnect negative battery cable. 

2. Remove screw at bottom of headlight trim ring.

3. Rotate trim ring slightly and pull to remove.

5. Disconnect headlight from main harness. The Black 

connector is the Low beam and the Grey connector is the 

High beam.

6. On the adaptor harness there are two connectors, one 

labeled High and one labeled Low. The HIGH connector is 

mated with the GREY connector on the bike. This connector 

can mate multiple ways, BE SURE the wire colors match 

Figure 1.1 when installing. 

7. The connector labeled LOW on the adapter harness will 

mate to the BLACK connector. This connector can mate 

multiple ways, BE SURE the wire colors match Figure 1.1 

when installing. 

4. Remove ONLY the three screws holding retaining ring in 

place.

Part Number: NHAP-01

Recommended Tools:
Ÿ Phillips Head Screwdriver

Ÿ (1) NHAP-01 Adaptor Harness

This product is intended: This headlight adaptor harness is 
used on 2014-UP Road King models when converting the 
headlight to any H4 style connection. The harness allows the 
user to convert to standard H4 bulbs, LED Headlights or 
Xenon Headlights. Additionally, this harness is fully Plug-N-
Play allowing for a quick and easy installation of the new 
headlight. 

Fitment: 2014-Up Harley Davidson - Road King Models

What is included in this kit

Oreland, PA 19075

Technical Support is available Monday-Friday, 9am-5pm EST via 

email at  or call us at 1-877-277-NAMZ.tech@namzccp.com

NAMZ Custom Cycle Products, Inc
1440 Ulmer Avenue

January, 2020    Version-1

www.facebook.com/NAMZCCP/ www.instagram.com/namzccp/ www.youtube.com/NAMZ-Custom-Cycle-Products

www.namzccp.com

This product should be installed by a professional 

motorcycle technician or reputable shop/ dealership. 

Improper installation may result in loss of Headlight 

functions.

WARNING!

Refer to service manual for proper headlight alignment 

procedure and torque specification. Improper installation 

may result in loss of Headlight functions.

WARNING!


